IDR Training SET UP A NEW CONFIGURATION Programming Module 1

In three separate modules, we will build up a configuration (.CFG) program for an installation with two
rooms — one with stereo audio and one with mono audio.

There are two stereo sources, and each room will have remote control over source selection and level.

ELI—
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There are seven steps in this first module.
1. Open the default configuration and archive it under the new .CFG name
2. Assign comms ports
3. Assigns PL devices
4. Set up the power-up preset and add PL devices
5. Set stereo channels
6. Name channel strips

7. Clear the Routing Matrix
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1. Open the default configuration
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c. Open the Default .CFG

Open Configuration 7]

Look, in: Ilﬂ DR-8 R cF ER-
-1 audiotest 06_01_06 ﬂ 3 joe'shari ﬂ 3 kesta

-4 audiokest 20_01_05 r'"" 3 Mew r'"" 3 Training

,;_3 D"" 3 Morm Cloutier

9 Getting started '-'" 7 PL Test

2 Joe's B r'"" | Reset

- Joe's B2 f"*.- ) kest

File name: Diefault | Open I

File of wpe: | Configuration Files [*.CFG) - Cancel |
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- iIDR Unit Mame - iIDR-8 Sy¥stem Manager

File Edit Miew Tools ‘Window  Help

d. When the .CFG has jiel r-@hgq r'lll’;‘l':.l ﬁ]g:g, arleel | v B | e
opened, open the

Archive Configuration
Save i IE‘,‘ iDR-8

window.
- Default
- Reset

= Training ey

e. Name the .CFG module
1 and Save.

File name: module 1 Save

Save as type: Cancel

Configuration Files [*.CFG)
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2. Assign communication ports

The iDR network port is always active.
The remaining ports — RS232, MIDI and PL-Anet need to be selected in the software to be activated.

Only two of these ports can be active at any time.

7 iDRE Unit Mame - iDR-8 System Manager
/ File Edit “iew Tools ‘Window Help
MNew Ckrl+1 j Eil ﬂl ﬁ I‘I wes foves

a. From the File menu, Rename DR it
Select preferences Passwords

Cpen Configuration, .. Chrl+C
Archive Configuration. .. ChEl+5

Preferences

Comrmunications Sptions. .
Zustom Serial Gptions, ..
Synchronisation Options. ..
onsyDR-Gimodule 1.cfg MIDT Chanmel Mumber, ..

Upload Mew Program Code, ..

1 Ci\Program Filesialen HeathhiDR Syskem Manager i

Z Ci\Program Filesialen Heathi ager ¥3, S0vConfigurationstiDR-3 Defaulk, chg PL Options. ..
b . Se I eCt Com mun |Cat| ons 3SR i eathliDR. System Manager 3. S0V ConfigurationsiDR-S\Trainingvyvy .cfg E-rnail Event Log Settings...
% LMERLIMN|Homes\chrispalDeskiopi4FiDRE4S HEICw1 0.cfg Meter Style. ..

ur

Options. —

Exit Ale+F4
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c. Select a suitable combination that includes PL-Anet.

I Select Communications Dption El I

— Commurication O ption

4 -R5232 /B - Sys-Met =]

& - Syz-Met /B - MIDI
—|A-R5232 /8 - MIDI —
B -R5232 B - SpsMet

—RaA - SHS-Net A B - PL-dnet o

& -RS232 /B - PL-Anet
—14 -R5232 4 B - Custom Serial —
A - Custom Serial / B - MIDI
M|& - Cugtom Serial / B - PL-Anet |

RS5232 connector instead of the usual connector
if the Front & Rear switch iz deprezzed

M.B. Selecting PL-4net enables +20 DC onta
the PL-&net connector - ko avoid damage ensure
that only compatible equipment is connected

ak. Cancel Help |

Muke felut e Pute Muke Muke felut e Pute

+ 2

© Archive configuration
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3. Assign the number and type of PL devices

a. Go back up to File — Preferences.

& iDR Unit Mame - IDR-8 System Manager

File Edit View Tools ‘Window Help

Mew Chrl+H I:l ﬂl ﬂl i IEFI;

Rename iDR Lnik, ..

Passwaords k

Cpen Configurakion, .. Chrl+0

archive Configuraktion, ., Chrl+5

Communications Opkions., .,
Cuskam Serial Opkians, ..,
Synchronisation Options, .,
1 C\Program Filestallen HeathhiDR System Manager %3, 504 onfigurations|iDR-3module 1,cfg MIDT Channel Mumbet. .,
2 C:\Program Files\Allen HeathliDR System Manager W3, 500 Configurations\iDR-3\Default. cf g PL Options. ..
E-mail Event Log Settings. ..
Meter Stvle, .

Upload Mew Program Code. .,

3 C\Program Files\allen HeathhiDR Sywskem Manager ¥3.5040Configurations|iDR-3 Trainingwswsews:, ofg
4 V\MERLIM\Home$ chrispalCeskiopl4FiDRE4a HEICw1.0.cfg

Ezcit Alc4-F

b. Select PL Options.
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PL Options

[~ PL-9Hub Simulation Enable

c. Click PL Options and chose two PL-4.

Humber of PL-3 Devices : I _I E
. Murnber of PL-4 Devices : E _l
! MNurmber of PL-E Devices I _Ij :
| Eq
Mumber of PL-7 Devices : 0 = Al
MNurmber of PL-2 Devices I _Ij
Murnber of PL-10 Devices - o _I? |
The maximum number of these devices should be |
calculated from the PL Calculatar zpreadshest s
supplied with thiz zoftware. =
= FL-&net muzt be selected in the communications =
anfe  Ophions o enable the PL-&net toolbar & PL devices -
d. Click OK M get-up dialogs. I
+ +
s Ok, Cancel Help | | K
3 | K
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e. You will now have a PL-4 Wall Plate Settings icon on the far left of the screen . ..

£ iDR Unit Name - iIDR-8 Syste . Manager
File Edit “iew Tools

o Help
ve | o] we | o

1| po|@s| pEs| S 08| 55| v B e .
N = iDR-Switch Boxes Simulation

1 2 3 4 = E, 7 =]
- - - - - -

E el 10 11
- - -

HiP
Grps=

| ig) B Cf @] & A=l ofE

MY PROCLSSOR

. .. and two PL-4 Simulations on the far right of the screen.

© Archive configuration
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4. Set up a power-up preset

If no preset is selected by the programmer, to be recalled on power-up, the unit will recall its default
preset when powered-up.

This default preset is unavailable to the programmer in normal use and can lead the inexperienced to
believe that the unit has reverted to the factory default configuration. Since a configuration can only be
loaded singly from a PC / laptop, this is not possible!

All softkeys, soft LEDs and soft rotaries (including PL devices) must be programmed in the power up
preset so that they are active and ready to use.
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4.1 Set name of preset

a. Open the Preset Manager window.

ALLEN&HEATH

15}

En

PP
rps | Grps

& 55| v B »ef 2. =] BIED] B[R | WAl Gl O] [ - [on- SJEE

b. Note that the preset number is 1 and it

is checked to be recalled on power-up.

& Preset Manager

Preset Mumber  Preset Name

= [DR-8

v Fiecall this preset on power-up

Carmment :

SetHame |
Set Commemnt |

Becal |
Delete |
Add Al > |

Free Memory

240704 Buytes

(] 77 1 P ] e

=101 x|

IUse the iDF front panel keys to change input and output levels.

Select devices to add...

Armbient Moize Competnzator 01
Ambient Moize Compensgatar 02
Ambient Moize Compensgator 03
Ambient Moize Compensator 04
Auta-Mic Mixer 01

Auta-Mic Mixer 02

Auto-Mic Mixer 03

Auto-Mic Mixer 04

Compressor, Input Channel 01
Compressor, Input Channel 02
Compressor, Input Channel 03
Comprezzor, Input Channel 04
Comprezzor, Input Channel 05
Comprezzor, Input Channel 0B
Compressor, Input Channel 07
Compressor, Input Channel 08
Compressor, Input Channel 09
Campreszar, [nput Channel 10

Campreszar, [nput Channel 11

j Addz> |

=

Hemowe |
[etailz... |
Update |

Lopy |

Baste |

Close I

Cantents

Arnbient Moize Carmpenzataor 01
Arnbient Moize Compenzator 02
Arnbient Moize Compenzataor 03
Arnbient Moize Compengator 04
Auto-Mic Miser 01

Auto-Mic Miser 02

Auto-Mic Mizer 03

Auto-Mic Mizer 04

Compressar, Input Channel 01
Compreszor, Input Channel 02
Compressor, Input Channel 03
Compreszor, Input Channel 04
Compreszor, Input Channel 05
Compreszor, Input Channel 06
Compregzar, Input Channel 07
Compregzar, Input Channel 02
Compregzar, Input Channel 09
Compreszar, Input Channel 10
Compreszar, Input Channel 11
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c. Name the preset Start and click Set name.

[| = Pr.<et Manager

Prezet Mum Prezet Mame Fecall |
I'I ::I IStarﬂ Set Hame | Free Me
Delete |
I |V FRecall this preset on power-up 240704
Set Eumment Add All = |
Comment ;
|Use the iDR front panel keys to change input and output levels.
|
I Select devices to add... Contents
Ambient Noize Caompenzator 01 . Add s | Ambient Moize Compenszatar 01
Ambient Hoize Compengator 02 - Ambient Moize Compenzator 02
Ambient Hoize Compengatar 03 Ambient Moize Compenzator 03
Ambient Moize Compenzator 04 A Ambient Moise Compensator 04
Auto-Mic Miser 01 Emove | Auto-Mic Miser 01
Auto-bic Mixer 02 Auto-Mic Mixer 02
Auto-Mic Miker 03 Detal Auto-Mic Miker 03
Auto-Mic Miver 04 Har | Auto-Mic Miser 04
Comprezzar, [nput Channel 01 Comprezzar, Input Channel 01
Compresszor, Input Channel 02 Comprezsor, Input Channel 02
Compressor, Input Channel 03 Update | Compressor, Input Channel 03
Comprezzor, Input Channel 04 Comprezzor, Input Channel 04
Comprezsor, Input Channel 05 Comprezsor, Input Channel 05
Compressor, Input Channel 08 Lopy | Compressor, Input Channel 08
Comprezzor, Input Channel 07 Comprezsor, Input Channel 07
Comprezssor, Input Channel 08 Comprezsor, Input Channel 08
Campressor, Input Channel 09 Faste | Compressor, Input Channel 09
Compreszor, [nput Channel 10 — Comprezzor, Input Channel 10
Compressor, Input Channel 11 ;I Comprezsor, Input Channel 11
Cloze I Help |

I P2 I [ I It 4 1P 5 I P E I W7 I WPs I P 3 I 1P 10 I P11 I P12 I P13 I I'F 14 I'P 15
2 k| Aa L4 [ 7T R a 4n 14 12 13 14 1R

© Archive configuration.
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4.2 Add PL-4 to preset

a. Scroll down the Select devices
to add column and select PL-4
01.

b. Click Add.

ALLEN&HEATH

ot

r_
[| = Preset Manager

FParametric EQ

Parametric EQ
Parametric ECQ

Parametric EQ,
Parametric EC,
. Output Channel 08
Parametric EQ,
Parametric EC,
Parametric EQ,
Parametric EC,
. Output Channel 13
. Output Channel 14
Parametric EQ,
Parametric EC,
PL-4 'Wiallplate O (PL-4 077 .
PL-4 W allplate 02 [FL-4 02] ..
Prezet Recall...

Routing atriv, Mutes, and Groupz...
Side Chain Filter, lnput Channel 01
Side Chain Filter, Input Channel 02
Side Chain Filter, [nput Channel 03
Side Chain Filter, Input Channel 04

Cutput Channel 06
Output Channel OF

Cutput Channel 09
Output Channel 10
Cutput Channel 11
Output Channel 12

Cutput Channel 15

Add z»

Hemove

[etals...

[Jpdate

[Copy

Easte

Help

Prezet Mumber  Preset MName Eecal
1 = IStart Set Hame Free Me
Delete
I | Recall this preset on power-up —— 240704
Set Comment add Al =

Comment

IUSE! the iDF front panel keys to change input and output levels.
| Select devices to add... antents

Afybient Moize Compenzatar 07
bient Moize Compenzatar 02
mbient Moize Compenzator 03
Ambient Moize Compenszator 04
Auto-bic Mixer 01
Auto-Mic Mixer 02
Auto-bic Miker 03
Auto-Mic Mixer 04
Compreszar, |nput Channel 01
Compreszzor, Input Channel 02
Comprezszar, [nput Channel 03
Compreszzor, Input Channel 04
Comprezzar, [nput Channel 05
Comprezsor, [nput Channel 06
Compreszzor, Input Channel 07
Comprezzar, [nput Channel 08
Compreszzor, Input Channel 09
Comprezzar, [nput Channel 10
Comprezzor, Input Channel 11
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c. Click Set All and OK. PL-4 01 is now added to the power up preset.

O e A A e e B R I I = 2 R L T e L

Select PL-4 Wallplate Preset Save Options X|h
:
- Device Mame: PL-4 ‘Wallplate 01 [FL-4 07] =
| —LED Settings — IR Softkeys
v LED 1 v Softkey1 v Softkey 3
v Recall thi W LED 2 o o
v Softkep 2 W Softkey 3
Comnnent ; ¥ LED 3
g S
- |L|$E! the DR front ¢ v LED 4 v Softkey 3 |V Softkey 10
: v Scitkey 4 ¥ Softkey 11
E Select devices to a — Softkey Se |
o |Parametic EQL O ¥ Saftkey5 ¥ Softkey 12
Parametric EQ. Ou v
d Repeat thIS process to : Parametric ECQ, O I Softkey 1 v Softkey B v Softkey 13
) Parametric EQ. Ou
add the second PL-4 02 to Pararnetric EQ. O IV Softkey 2 ¥ Softkey 7 [+ Softkey 14
Parametric EQ. O
the preset. Parametiic Q. O | .~ O\
Parametric EQ. O — Rotam Settings. .
Parametric EQ. O Set Al | Clear Al |
v Fh:utaV-\
PL-4 Wallplate 02
Prezet Recall ..
Fouting kb atriz. M1 oK Cancel Help |
Side Chain Filter. I
Side Chain Filter. I
Side Chain Filker, I

Side Chain Filker, Input Channel 04 Pacte | |Compressor, Input Channel 09

© Archive configuration
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5. Set stereo channels

It is important to set stereo input and output channels before carrying out any routing. The reason for
this is that once two channels are combined, the routing matrix graphic for the even numbered channel
are no longer shown.

An example would be where mono i/p channels 1 & 2 are routed to output 4. If at a later stage, it is
decided to stereo i/p channels 1 & 2. Channel 2 graphic is now hidden in the routing matrix window
‘behind’ the graphic for channel 1.

If the system design now changes and we un-route stereo channel 1/2 from o/p 4 and route it to o/p 5,
audio will still be present at o/p 4 because the hidden i/p 2 routing will still be enabled.

This is a good trouble shooting pointer — if a customer complains that they are hearing signal at an

output where it is not wanted, it is likely that there is a stereo channel involved. The solution is to un-
stereo the channels, correct the routing and then re-stereo the channels.
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In our example, both sources, i/ps 1/2 & 3/4 are stereo, and one of our outputs, 1/2 is stereo.

a. Select the Select Stereo Channels window.

— /7 \

T -I@‘ngwr

b. Set inputs 1&2, 3&4 and outputs 1&2 to stereo pairs and

CIle OK Imput Channels Dutput Channels
¥ Channels1 &2 ¥ Channelz 1 & 2
) ) I¥ Charinels 3 & 4 [ Charneks 3 & 4
c. Note the change in the channel strip numbers.
" Charnels 5 & f " Charirels 5 &6
[T Channels 7 & 8 [T Charnels 7 &8
[~ Channels 9% 10 [T Channels 9 & 10
felute flute felute I_ Channels 11 & 12 I_ Channels 17 & 12
+ @ + @ + @ Mluts luts: Mluks
+ @ + @ + [~ Channels 13 %14 [T Channelz 13 & 14
Limiker Limiker Limiter
[~ Channel: 15 % 16 [T Channelz 15 & 16

Ok I Cancel | Help

© Archive configuration
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6. Name channels

a. Double click on the channel write-on strip.

Mame Audio Path

Mew Mame:

ch

[y [T173
+ g

Limiter

ak. I Cancel

b. Type in the desired channel name and click OK.

'

c. Repeat this for the remaining channels: e e

® |/p 1/2 ...CD & +
e 0/p1/2 ...Z1 (zone 1) s e e
e 0/p3..... Z2

© Archive configuration
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Conclusion

We now have a new .CFG named Module 1 with the following attributes:

e PL-Anet port active

e Two PL-4 and PL-5

e Preset 1 is set to be recalled on power up

e \We have two stereo input channels for the CD player and the music feed from the DJ mixer.

e We have a stereo output to feed a room (zone 1) and a mono output to feed a second room

(zone 2).

In the next programming module, we will build on this .CFG and program a series of presets, each one
of which will route the CD or DJ signals to either of the two rooms.
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