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iDR Training                                   SOURCE SELECTION                           Programming module 2 
 
 
In three separate modules, we will build up a configuration (.CFG) program for an installation with two 
rooms – one with stereo audio and one with mono audio.  
 
There are two stereo sources and each room will have remote control over source selection and level. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  



 

ALLEN&HEATH           iDR Training. Programming Module 2 JAN08    Page - 2 - of 19                                                     
 

 
 
 
There are two steps in this second module. 
 

1. Design the structure of the preset layout. 

2. Set up routing 
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1. Design the structure of the preset layout 
 

Routing of sources to outputs is accomplished by routing signals via the routing matrix and storing 
these routings in presets. 
It is usually possible to choose preset numbers that reflect the routing. We have two sources and two 
zones.  

 
Note how the preset number reflects the zone and the source routed to it. 
 
The preset to be recalled on power up is number 1. This will have all of the switches in the system 
programmed and contains all PL remote units. 
 
 

Preset number Action of preset 
1 Recalled on power-up. PL units are active and channels are named. 
10 Zone 1. No source routed. 
11 Zone 1. Source 1 routed. 
12 Zone 1.  Source 2 routed. 
20 Zone 2. No source routed. 
21 Zone 2.  Source 1 routed. 
22 Zone 2.  Source 2 routed. 
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2. Set up routing presets 
 

2.1 Open the .CFG (configuration) module 1. If you have worked through programming 
module 1, the .CFG should be on your computer. If you have not worked through 
programming module 1, the .CFG file is available from your trainer or from Allen & Heath.  
 
Archive the .CFG now as module 2 

 
2.2 Recall preset number 1. 
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2.3 Program the presets for signal routing 
 

a. Go to preset number 10. 

 

 

 

 

b. Name the preset Zone 1, 

source 0 (Z1 S0) 

 

 

 

c. Click Set Name. 
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d. From the Preset Manager - 
Select devices to add list, 
highlight Routing Matrix Mutes 
and Groups. 

 
 
 
 
 
 
 
e. Click Add>> 
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f. Check Crosspoint levels. If they are not checked, they cannot be saved. This also applies to mutes 
– if you want to edit a must, the box must be checked to save the changes. 
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g. In the Routing Matrix, Preset Select tab, Clear All, then select output 1/2 by clicking s. 
 
h. Update the Routing Matrix Mutes and Groups 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Preset 10 is now programmed with no sources 
routed to Zone 1. 
 
☺ Archive configuration 
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2.4 Program the routing in preset 11. Zone 1 has source 1 routed. 
 

a. In the Preset Manager window, select preset 11. 
 
b. Name it Z1 S1 (Zone 1 source 1). 
 
c. Add the Routing Matrix Mutes and 

Groups to the Contents list. 
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d. In the Routing Matrix, select the Switch Matrix 

tab, and route CD to o/p 1/2. 
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e. Now select the Preset Select tab. Clear All and activate 
o/p 1/2 by clicking on the s button. 

 
 
 
 
 
 
 
 
 
 
 
f. Go to the Preset Manager window, highlight the Routing 

Matrix Mutes and Groups in the Contents list 
 
g. Update.  
 
 
h. Check Crosspoint Levels. 
 
i. OK. 
 
☺ Archive configuration 
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2.5 Program the routing in preset 12. Zone 1 has source 2 routed. 
 

a. In the Preset Manager window, select preset 12. 
 
b. Name it Z1S2 (zone 1 source 2). 
 
c. Add the Routing Matrix Mutes and Groups to the Contents list. 
 
 
d. In the Routing Matrix, select the Switch Matrix tab, and route DJ to o/p 1/2. 
 
e. It is important to remember to un-route CD from o/p 1/2   ! ! ! 
 
 
f. Open the preset Select tab and see that o/p ½ is green.  
  
 
g. In the Preset Manager window, update the Routing Matrix. 
 
☺ Archive configuration 

 
 
 
It should now be possible to recall presets 10, 11 and 12 from the Preset Manager window and see the 
changes in the Routing Matrix. 
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2.6 Program the routing in presets 20, 21 & 22 
 
We have used preset 10, 11 & 12 to route no signal, CD or DJ to zone 1. 
 
 

 
 
 
We will now use presets 20, 21, 22 to route no signal, CD or DJ to zone 2. 
 
 
 
 

Preset number Action of preset 
1 Recalled on power-up. PL units are active and channels are named. 
10 Zone 1. No source routed. 
11 Zone 1. Source 1 routed. 
12 Zone 1.  Source 2 routed. 
20 Zone 2. No source routed. 
21 Zone 2.  Source 1 routed. 
22 Zone 2.  Source 2 routed. 
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a. Name preset 20 z2 s0 (Zone 2 

source 0) 
 
b. Add the Routing Matrix Mutes 

and Groups 
 
 
c. Check Crosspoint levels 
 
d. Click OK 
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e. In the Routing Matrix, Preset 

Select tab, de-select output 
1/2, Zone 1 and select output 
3, Zone 2 

 
 
f. No signal routed. 
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g. Update the Routing Matrix Mutes and Groups 
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h. Select Preset 21 & name it Z2 S1, In the Routing Matrix, Switch matrix tab, route CD to Zone2. Note 
that the routing for Zone 1 (o/p 1/2) no longer matters. Zone 1 is no longer selected (green) in the 
preset Select tab and it’s routing will not be affected or updated. 

 
 
 
 
 
 
 
 
 
 
i. Update the Routing Matrix Mutes and Groups in Preset Manager.  
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j. Select preset 22 and name it Z2 S2 
k. Add the Routing Matrix Mutes and Groups 
l. In the Routing Matrix, un-route CD from Zone 2 and route DJ to Zone 2 
 
 
 
 
 
 
 
 
 
 
 
m.  Update the Routing Matrix Mutes and Groups 
 
 
☺ Archive configuration 
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Conclusion 
 
 

Now you can see the routing matrix change as you recall presets 10, 11, 12 & 20, 21, 22 from the 
Preset manager. 
 
 
 


